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You can get more information about this camera here.

1. Switch the power ON and the white indicator will light on.

2. Change to “Movies mode” by rotating the mode button.

3. By pressing the trigger to the right side. You will hear the shutter sound, and 
the filming starts. 

4. The red indicator will light on and start the countdown for 120 seconds. The 
maximum length of each clip is 120 seconds for Movies. 

5. Release the trigger to end filming, and the movie data will be saved.

Cautions: Hold for a second when the trigger is released. Otherwise, your 
movies may get fuzzy. Not to press the trigger while the data is being 
processed. Otherwise, your movies may have missing frames. 

How to film movies (MP4) Troubles and Solutions

1. Switch the power ON and the white indicator will light on.

2. Change to “Gifs mode” by rotating the mode button.

3. By pressing the trigger to the right side. You will hear the shutter sound, and 
the filming starts. 

4. The red indicator will light on and start the countdown for 4 seconds. The 
maximum length of each clip is 4 seconds for GIFs. 

5. Release the trigger to end filming, and the movie data will be saved.

Cautions: Hold for a second when the trigger is released. Otherwise, your GIFs 
may get fuzzy. Not to press the trigger while the data is being processed. 
Otherwise, your GIFs may have missing frames. 

How to film looping animation (GIF)

1. Switch the power ON and the white indicator will light on.

2. Change to either “Movies mode” or “Gifs mode” by rotating the mode button.

3. By pressing the trigger to the left side once. You will hear the shutter sound, 
and the image will be captured and saved.

Cautions: Hold for a second when the trigger is released. Otherwise, your 
images may get fuzzy. To clean the lenses, blow away any dust or grit from the 
surface, then wipe the surface with a clean, soft, lintless cloth. 

How to take photographs (JPG)

1. Insert the stardard SD card into your computor.

<When using Windows>
2. Standard SD card’s folder will be mounted on the “Computer” folder. Click on 
it to open the standard SD card’s folder.

3. Open “DCIM” folder, then select “100MEDIA” folder. Your photographs and 
movies will be saved in this folder.

<When Using Mac OS>
2. Standard SD card’s folder will be mounted on the desktop. Click on it to open 
the standard SD card’s folder.

3. Open “DCIM” folder, then select “100MEDIA” folder. Your photographs and 
movies will be saved in this folder.

Cautions: You may read the data inside your standard SD card on your computer 
by using a card reader, etc.. You may not be able to playback large-sized movies 
saved on your standard SD card smoothly. To read the data, save it on your 
computer before playing it back.

Import your data

Film Format: JPG or MP4 or GIF
Number of Pixels: 2.0 Megapixels
Quality of Image: 2.0 Megapixels
Quality of Movie: 720p@9FPS or 720p@24FPS
Quality of GIF: 320p@9FPS or 240p@24FPS
Sensor: 1/3 inch CMOS/ Lens: F2.0 / EFL: f=8mm
Power: Built-in li-ion battery (Charged by micro USB)
Storage Media: Standard SD / SDHC / SDXC (Max 64GB)
Size: 110 x 90 x 40mm / Weight 250g (Body)
Continuous Shooting Time: About 100 minutes

Specifications

We recommend you to prepare a standard SD card exclusively for this camera. 
If you share the same card with other equipment, it may cause troubles when 
reviewing and saving data.

We cannot compensate the incidental damages resulting from use with this 
product, and failure of this product (expenses necessary to review and record, 
loss etc. of the profits which will be obtained by the review, and record).

Never perform decomposition and reconstruction. Do not give a strong shock to 
this product. Do not wet the camera, or touch it with a wet hand. All the above 
case may cause an electric shock.

The following may cause the generation of heat, a burst, a fire, failure, and 
discoloration. Please be careful of the following cases:
- Usage and storage in a dusty, hot and humid place.
- Usage and storage near the fire, and direct sunray for long hours. 

There is a 1-year limited warranty for the product from the date of purchase 
(Effective only in Hong Kong). For warranty service or support, please kindly 
contact your local Authorized Distributor.

Cautions for use

1. Not able to charge the camera even 
plug-in micro USB to the power supply.

2. The camera does not switch on even 
the mode button is not “OFF”. 

4. The camera does not switch off even 
the mode button in the “OFF” position.

3. The camera froze, or other trouble 
occurred.

5. No red indicator light on for counting 
down.

6. The computer does not read the 
camera.

7. No data has been stored on the card 
even the movies are captured normally.

8. The camera is still abnormal and the 
solution above is not available.

The camera only supports 5V / 1A  power supply for 
charging.  

The battery may be low. Please charge the camera by 
micro USB. 

Data may be processed at this moment. Please wait for few 
seconds.

Reset the camera by pressing the reset button next to the 
micro USB port. Or restart the camera by rotating the 
mode button. Not supported SD card may cause trouble.

You cannot film normally when there is no / not being set 
correctly / not being read correctly / not enough memory 
in the standard SD card.

The computer can’t read the camera via the micro USB 
port. The micro USB port is for charging purpose. To read 
the data, please read the standard SD card by the 

Format your standard SD card, or try another card. 

Please contact after-sales directly, or you can contact us 
by email for details: info@loftyfactory.com

Troubles Solutions 



1. The battery for this camera is rechargeable. Please charge the battery fully by 
5V / 1A power supply before the first time use. 

2. When the micro USB cable and the camera are connected, the white indicator 
light will flash and the battery begins to charge. Sometimes it takes few minutes 
to be charged up. It takes about 2 hours for the battery to be fully charged. 
When the battery is fully charged, the indicator light will stop flashing.  

3. Set the standard SD card into the slot covered by the handle on the bottom 
of the camera. Push the standard SD card into the slot until it is completely 
inserted and latched. If your camera does not operate normally even the 
standard SD card is being set, format the card, or try another card.

Before use
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1. The Micro USB cable and the standard SD card are not included in the 
package. Please prepare a formatted standard SD card for using the camera.

2. The standard SD card has to be format first. The camera supports up to 64GB 
standard SD card. The minimum supported card size is 8GB.

3. Be careful not to insert the standard SD card in the opposite direction. It may 
cause damage to both the camera and the standard SD card. 

4. The camera does not operate normally without the standard SD card. If you 
switch the power on without it, the white indicator light will light off to remind 
you for missing the standard SD card when you press the trigger.

Resources

1. The rotating plate and the filter lenses are stored inside the camera. Please 
press on the camera as the arrow above to open the case. 

2. Twist the filter lenses to take them out of the camera. Pick the rotating plate 
out from the camera as well. 

3. Twist the flat lens to take it out from the camera. Install the rotating plate 
in front of the camera that is matched with the shape of the axis. Rotate the 
plate until it is completely laid on the camera. 

4. Twist the cap to lock the rotating plate tight. Set the filter lenses to the 
rotating plate. 

Format the SD card to FAT32

1. Insert the standard SD card into your computer. The SD card’s folder will be 
listed under “Computer” / “Desktop”. 

<When using Windows>
2. Right-click on the SD card’s folder. Click on “Format” to view the formatting 
options. Make sure that the File System is set to FAT32. Tick the box next to 
Quick Format. Press the Start and your standard SD card will be formatted.

<When using Mac OS>
2. Open “Disk Utility”. Select the SD card on the left side of the window. Click 
the “Erase” tab. Then, click on the Format dropdown menu to select “Ms-Dos 
(Fat)” for the standard SD Card.

The focal length of the lens has been fixed. It is not recommend to adjust the 
focal length by the user. If you would like the adjust the focal length, you may 
need to remove the glue in order to rotate the major lens. To do so, some tools 
are needed. It may also need to disassemble the device. You can discover the 
major lens once the flat lens is taken off from the camera.

About the focal length

The maximum length of each clip is 120 seconds for Movies. The maximum 
length of each clip is 4 seconds for Gifs. The red indicator will start countdown 
while start capturing. Stop taking movie when the red indicator reaches zero. 

120S and 4S
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1. The camera is switched on when you rotate the mode button to “movies 
mode” or ”Gifs mode”.

2. The white indicators show the level of the battery. The battery is full when 
all the white indicators light on. 

How to switch on the camera

Turn the speed button to desired frames per second. Use 24 (shutter time = 
1/24) when action is so fast that better pictures will result from a shorter 
exposure time. Use 9 (shutter time = 1/9) when action is slow and light is poor.

Camera speeds

Press Two Sides


